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WIRE OUTLET

LOCKNUT
WASHER

HEX NUT
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UPPER - ARM ASSEMBLY

HANGER ASSEMBLY

SPAN - WIRE U/V STABILIZED
4" WIDTH WIRE
TIES (TYP)
VAl L AW ¥ RN
17T AW Y
DRIP LOOP 8" - 12"
DIA. (ONE (1) LOOP OF CABLE
TO BE SECURED TO SPAN - WIRE)
WIRE ﬁ
CLAMP WITH
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“u" BOLTS
CLEVIS
PIN \
BALANCE ADJUSTER _
SLOT AND EYE BOLT [—== )
qd q 9
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(TYP) d g
TRI-STUD ] < CAP 2
HARDWARE CLOSURE
KIT WITH 9 g
GASKET TETHER ASSEMBLY
= =
=
= @
ONE-WAY
THREE OR FOUR - SECTION =
8” OR 12” |
SIGNAL HEADS d
TRI-STUD
ADAPTER
TRI-STUD ONE PIECE

AND BOTTOM

NOTES:

1. ALL CAST MOUNTING HARDWARE
SHALL BE ALODINE FINISHED

3. ORIENT BALANCE ADJUSTER TO ALLOW
WIRE OQUTLET IN SAME DIRECTION
AS SIGNAL FACES.

COUPLING WITH TOP——
TRI-STUD ADAPTER

—— HINGE (

Q
el

Q@\O

SINGLE BOLT FLAT

— TRI STUD HARDWARE

UPPER - ARM ASSEMBLY — = KIT WITH GASKET

d d
TYP.) d d
d d

PLATE LOWER -—"
ARM ASSEMBLY

ONE-WAY, FIVE-SECTION

COMBINATION

8” /12"

ONE-WAY, FIVE-SECTION
12" SIGNAL HEADS

MATERIALS

TYPE OF INDICATION

RIGID MOUNTED

SPAN WIRE MOUNTED

FIVE SECTION

POLYCARBONATE

POLYCARBONATE

ALUMINUM. 8“/12" COMBINATION
2. g%éEE?LTS SHALL BE STAINLESS PEDESTRIAN SIGNAL

INDICATION

ALUMINIUM

N/7A

FIVE SECTION
12" SIGNAL HEAD

POLYCARBONATE

TOP SIGNAL INDICATION SHALL BE ALUMINUM
BOTTOM 4 SECTION SHALL BE POLYCARBONATE

OPTICALLY PROGRAMMED
SIGNAL HEAD INDICATION

N/A

N/A

SPECIFICATION | CATEGORY CODE ITEMS
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